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Vorteile – Schwimmerventil NV 66e

Inlet pressure

Outlet pressure

a

Stainless steel (1.4404 / 

316L), deep-drawn, corrosion-

resistant, light and compact

Long operational lifespan, 

manageable installation 1

Excellent standard surface

quality

Easy to clean 2

Mankenberg clamp system

Easy maintenance 5

Various connections: Various 

connection alternatives: DIN- , 

ANSI- or JIS flanges, welding 

ends ... 

No adapters or fitting

pieces required ... 6

Adaptable floats and 

elastomers

Can be used for any liquid 

media a

Inlet pressure balanced cone

Small float required 3

Soft gasket

Tight valve closure already in 

depressurised condition
4
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Vorteile – Schwimmerventil NV 66e

Vordruck

Hinterdruck

a

Edelstahl (1.440 / 316L), tief-

gezogen, korrosions-

beständig, leicht und kompakt

Lange Lebensdauer, 

handliche Montage 1

Hervorragende 

Standardoberflächengütee

Leicht zu reinigen 2

Mankenberg-Schellensystem

Einfache Wartung 5

Vielfältige Anschlussmöglich-

keiten: DIN-, ANSI- oder 

Aseptik- Flansche, 

Anschweißenden…

Keine Adapter oder

Passstücke notwendig 6

Anpassbare Schwimmer und 

Elastrome

Für alle flüssigen Medien

einsetzbar a

Vordruck entlasteter Kegel 

Kleinerer Schwimmer nötig 3

Weichdichtung 

Dichter Ventilabschluss schon 

im drucklosen Zustand
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